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1. Best Performance and Prices LLT M8 Waterproof Connector

2. Nylon Material, Gold Plated Pins and IP65/IP67 Protection Level for Raining Environment
3. Thread Type Bring Reliable Mating

4. Rating Current:5A, and Max Cable Diameter:6.1mm




M8 Series Specifications

2H %% 3 ---Assembly

Eiipa HEERX, 180° , IBL, 1AL HEERX, 180° , MBLr, 1AL
Description Field Assembly, Thread, Solder Field Assembly, Thread, Solder
A
Photo
36.8
JR~f Fi %% SRS
Drawing &&T‘:M ﬂi
B3 KBS US4 B
Contacts Part Number Contacts Part Number
2 LLT-M8—-05002F1091 2 LLT-M8-05002M1001
B s s
Part Number LLT-M8-05003F1091 LLT-M8-05003M1001
4 LLT-M8-05004F1091 4 LLT-M8-05004M1001
5 LLT-M8-05005F1091 5 LLT-M8-05005M1001
Contacts Numbers 2 - ‘ -
HirE HLIE 110V 60V 60V 60V
Voltage Rating
HUE B 5A 5A 5A 5A
Current Rating
g_ﬂgﬁ ILHC <=0. 75mm2 <=0. 5mm2 <=0. 3mm2 <=0. 3mm2
Wire Gague
LM hE 3mm-6.5mm
Cable Range
AR B ,
Mechanical Life 3000 mating cycles
TAER s ;
Operating Rating 4 ~+1E'e
By 7K &5 2%
Waterproof Level IPeS ar IPG7
FLéHEA
Pin Layout
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M8 Series Specifications
AN BT ---Maie Connector & Female Pin

:‘ ;ﬁ‘ E" & : & /\/‘ 2 lElg Ny Y
ik EEGRIRIE, 1807 , IRAL, 1R FE¥, 180° , WRLL, 124
g Molded with Cable (metal screw ]
Description Molded with Cable, Thread, Solder
nut) , Thread, Solder
M
Photo
R~F
Drawing
IS4 B S Bl
Contacts Part Number Contacts Part Number
2 LLT-M8-05002F3091 2 LLT-M8-05002F3051
KE
Part Number 3 LLT-M8-05003F3091 3 LLT-M8-05003F3051
4 LLT-M8-05004F3091 4 LLT-M8-05004F3051
5 LLT-M8-05005F3091 5 LLT-M8-05005F3051
B4 2 3 4 5
Contacts Numbers
ALE LU 110V 60V 60V 60V
Voltage Rating
AUE I 5A 5A 5A 5A
Current Rating
%MEM <=0. 75mm2 <=0. 5mm2 <=0. 3mm2 <=0. 3mm2
Wire Gague
LM hME 3mm-6.5mm
Cable Range
BIERE, /€4 .
Mechanical Life 3000 mating cyeles
TAERE . .
Operating Rating 4G —#l0E
Bl K&
Waterproof Level [P Br lFes
fL S
Pin Layout

#E: 5% 6.9.11.12 TN&EEEEE (MATCHED WITH CONNECTOR IN PAGE 6.9.11.12 )
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M8 Series Specifications
A BT ---Maie Connector & Female Pin

3 VERGJEIRNE, 90° , WAL, 15 " . ;
ﬁﬁﬁ- l\glfj%fifg&tble (mﬁ?l si::e%w R, 907 , MREL, JRA
Description nut) . Thread, Solder Molded with Cable, Thread, Solder
fe T
Photo
R - &
Drawing £537 &
a D O CD
AL kg O3 ke
Contacts Part Number Contacts Part Number
2 LLT-M8—-05002F3791 2 LLT-M8—-05002F3751
B ; ;
Part Number LLT-M8—-05003F3791 LLT-M8—-05003F3751
4 LLT-M8-05004F3791 4 LLT-M8-05004F3751
5 LLT-M8—-05005F3791 5 LLT-M8—-05005F3751
Contacts Numbers < - E 2
HiE IR 110V 60V 60V 60V
Voltage Rating
HUE B 5A 5A 5A 5A
Current Rating
g?%ﬁ VLAC <=0. 75mm2 <=0. 5mm2 <=0. 3mm2 <=0. 3mm2
Wire Gague
L HME 3mm-6.5mm
Cable Range
LIECE72/€:1 ;
Mechanical Life 3000 mating cyeles
TAER . .
Operating Rating —le. —~ Sl
By 7K &5 2%
Waterproof Level IP65 or IP67
FL g7
Pin Layout N = =
2P 3P 5P

#f: 5% 6.9.11.12 TNi&EEREEE (MATCHED WITH CONNECTOR IN PAGE 6.9.11.12 )
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M8 Series Specifications
T B 3% A 41 ---Panel Connector & Male Pin

2P 3P 4p

A JERETHM, 1A, R AUSEMAR, B4, 1R
Description Rear Panel Mount, Thread, Solder Front Panel Mount, Thread, Solder
A
Photo
YIRS T BYIFHLRS
Opening size -85 5 &l Opening size
7. 2595+ ﬂ [ 125~ £
RGP » A T
Drawing g iid iy
) ey £
(S (S}
' S L5
Contacts Part Number Contacts Part Number
2 LLT-M8-05002M2901 2 LLT-M8-05002M2801
B . 5
Part Number LLT-M8-05003M2901 LLT-M8-05003M2801
4 LLT-M8-05004M2901 4 LLT-M8-05004M2801
5 LLT-M8-05005M2901 5 LLT-M8-05005M2801
Contacts Numbers - ¢ 4 &
ALE L 110V 60V 60V 60V
Voltage Rating
HUE HIL 5A 5A 5A 5A
Current Rating
2_;‘2*3“ ILHC <=0. 75mm2 <=0. 5mm2 <=0. 3mm2 <=0. 3mm2
Wire Gague
TR 25 1Tmm-3mm
Panel Thickness
CIEGGR0€ ¢ .
Mechanical Life 3000 mating eyeles
TR o
Operating Rating G =10
Bl K&
Waterproof Level P63 or IPaF
f S
Pin Layout

&t 556.7.8 NiERERER (MATCHED WITH CONNECTOR IN PAGE6.7.8 )
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M8 Series Specifications
1fi % 2. B4t ---Panel Connector & Female Pin

I
|
i
™

Eiiipuy
Description

JEAETHMR, WRAL, 1RER
Rear Panel Mount, Thread, Solder

RUSEMHIAR, MRE, 154k
Front Panel Mount, Thread, Solder

R
Photo

Rt

Drawing

BUFFILRT
Opening size
7. 2%

%L&J

f—=1

[l <

i

YIRS

Opening size

+0
"‘71 Og.5—1

+
14. 74-‘

]

Part Number

3
Y

Contacts

B
Part Number

Ny
S

Contacts

¥l

Part Number

2

LLT-M8-05002F2901

2

LLT-M8-05002F2801

3

LLT-M8-05003F2901

3

LLT-M8-05003F2801

LLT-M8-05004F2901

LLT-M8-05004F2801

LLT-M8-05005F2901

LLT-M8-05005F2801

Contacts Numbers

WUE Bk
Voltage Rating

110V

60V

60V

60V

BUE Bt
Current Rating

5A

5A

5A

5A

LM ILRC
Wire Gague

<=0. 75mm2

<=0. 5mm2

<=0. 3mm2

<=0. 3mm2

TR R

Panel Thickness

1Tmm-3mm

CIEGEL 7€/

Mechanical Life

3000 mating cycles

TARIRE
Operating Rating

-40°C - +105°C

By 7K &2k

Waterproof Level

IP65 or IP67

iz 27
Pin Layout

P 3p

4p

#iF. 5%6.11.1200E#EER (MATCHED WITH CONNECTOR IN PAGE6.11.12)
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M8 Series Specifications
%3k A % ---Female Connector & Maie Pin

i

Description

VEXAE RN, 90° , WE4r, fRLR
Molded with Cable (metal screw
nut) , Thread, Solder

VEYE, 90° , MEar, MLk
Molded with Cable, Thread, Solder

A
Photo

Www

RAf

Drawing

2y
@

B
Part Number

-
S

Contacts

o
SHE

Contacts

Part-l—\lumber

Part Number

2 LLT-M8-05002M3701 2 LLT-M8-05002M3761

LLT-M8-05003M3701

LLT-M8-05003M3761

LLT-M8-05004M3701

LLT-M8-05004M3761

LLT-M8-05005M3701

LLT-M8-05005M3761

R4

Contacts Numbers

BUE Bk
Voltage Rating

110V 60V 60V 60V

HE HLIR
Current Rating

5A 5A 5A 5A

LML
Wire Gague

<=0. 75mm2 <=0. 5mm2 <=0. 3mm2 <=0. 3mm2

L HME
Cable Range

3mm-6.5mm

Bk 8Ve:

Mechanical Life

3000 mating cycles

TARIRE
Operating Rating

-40°C - +105C

5 7K 52

Waterproof Level

IP65 or IP67

Tk
Pin Layout

&iE: 556.7.8.10 MiEkEsFER (MATCHED WITH CONNECTOR IN PAGE6.7.8.10)

11
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